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MODEL: GT
Sticky Glue Insect Trapper

READ AND SAVE THESE INSTRUCTIONS

includes 3 Glue Boards & Wall Bracket

OPERATION AND MAINTENANCE

LOCATION

Use indoors or in a well protected under cover location out of the weather - - this unit is not 
weatherproof. 

It is recommended that the apppliance be used continuously when people and pets are present.  To 
ensure bugs are attracted, ensure the unit is placed away from competing light sources. 

Keep away from small children or place or mount out of reach.  When not in use, ensure the unit is 
switched off.  When storing, place in a cool, dry location.

MAINTENANCE & CLEANING
Regular cleaning of your appliance will ensure best performance and a long product life.

1. Before cleaning.  When not in use or before cleaning, always switch off the appliance. Always allow 
the light to cool down before executing cleaning or maintenance. 
 
2. Cleaning. Switch off and unplug the unit. Lift top cover, remove and dispose of used sticky glue paper.   
Gently shake dead insects from appliance and discard. Regularly clean the outside of the appliance with a 
soft cloth and dry it with a dry towel. Do not immerse in water. Do not use harsh solvents to clean the 
plastic.
 
3. Ventilation. Always keep the unit ventilated. Do not use in a confined space as  overheating may 
result in damage to the internal components.

4. Damage check.  Always check that the appliance is in good working condition.

SPECIFICATIONS
Rated Voltage 220 - 240V ~50/60Hz
Power Consumption 10W
Dimensions 11.5cm x 11.5cm x 30cm
Lamp 10W UV Model GKOLT10G

REPLACING STICKY GLUE PAPER 

Replacing the glue paper is recommended every 4 to 6 weeks - more frequently subject to bug 
infestation. Glue papers are supplied as sheets of stickers, with perforations for the openings. 

Ÿ First remove the perforated pieces, then remove the paper that is stuck to the glued side. 

Ÿ Place the glue paper with the glued side facing inwards inside the Glue Trap, with the openings aligned 
to the opening in the Trapper’s casing. 

Carefully read this manual before using the Gecko Glue Trapper. Make sure that you know how to 
operate the appliance. Maintain the appliance in accordance with the instructions to ensure that it 
functions properly.   If the appliance is to be used by a third party, this instruction manual must be 
supplied.  No liability can be accepted for any damage caused by non-compliance with these 
instructions or any other improper use or mishandling.


